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INTRODUCTION

In France, Switzerland and Belgium, argillaceous rock formations are considered potential host rocks for radioactive waste disposal facilities [START_REF] Gaucher | ANDRA underground research laboratory: Interpretation of the mineralogical and geochemical data acquired in the Callovian-Oxfordian formation by investigative drilling[END_REF][START_REF] Nagra | Project Opalinus Clay-Safety Report: Demonstration of disposal feasibility for spent fuel, vitrified high-level waste and long-lived intermediate-level waste (Entsorgungsnachweis)[END_REF]. Similar indurated rocks are also envisaged as cap rocks to seal anthropogenic CO2 reservoirs for global carbon sequestration (GCS) [START_REF] Archie | Sequestration of CO2 in geological media in response to climate change: Road map for site selection using the transform of the geological space into the CO2 phase space[END_REF][START_REF] Berthe | Changes in containment properties of claystone caprocks induced by dissolved CO2seepage[END_REF][START_REF] Fleury | Transport in Tight Rocks[END_REF]. These rocks are selected due to their low permeabilities, which makes diffusion the main mass transport process, and their high concentrations of clay minerals, whose negatively charged surfaces are capable of adsorbing radionuclides under cationic form [START_REF]Dossier 2005 Argile -Synthèse Evaluation de la faisabilité du stockage géologique en formation argileuse 240[END_REF]. However, the degradation of radioactive waste in disposal facilities and similarly, the use of different trapping methods to capture CO2 in reservoir rock may generate some physicochemical imbalances that can enhance mineral dissolution and/or precipitation processes. Since these processes change the mineral composition of rock matrix, they can potentially alter the rock containment properties [START_REF] Dagnelie | Perturbation induced by a nitrate plume on diffusion of solutes in a large-scale clay rock sample[END_REF][START_REF] De Windt | Reactive transport modeling of geochemical interactions at a concrete/argillite interface, Tournemire site (France)[END_REF] and lead to safety assessment issues.

Assessments of the long-term evolution of rock containment properties are generally performed using numerical chemistry transport codes. In these codes, the porosity change is estimated from mineralogical volume balance due to precipitation/dissolution. Feedback on diffusivity is then determined by the empirical Archie's relationship, which links the change in diffusivity to the porosity changes, i.e. = , where De is the effective diffusive coefficient in m 2 s -1 , Do is the diffusion coefficient in bulk water in m 2 s -1 , is the total porosity of the porous sample, and m is a fitting factor also known as the cementation factor [START_REF] Archie | Sequestration of CO2 in geological media in response to climate change: Road map for site selection using the transform of the geological space into the CO2 phase space[END_REF]. However, very few labscale experiments are available to assess the validity of this relationship when used in numerical models that couple changes in transport process with mineral reactivity (i.e. chemical interactions and diffusive processes) via strong porosity changes (Chagneau et al., 2015a;[START_REF] Rajyaguru | Experimental characterization of coupled diffusion reaction mechanisms in low permeability chalk[END_REF]. Recently, [START_REF] Rajyaguru | Experimental characterization of coupled diffusion reaction mechanisms in low permeability chalk[END_REF] showed that the distinct precipitation behavior of barite and gypsum in a chalk sample led to a very different impact on the diffusivity of a water tracer.

The authors noted that this difference in precipitation behavior stems from the combined effect of mineral intrinsic properties (solubility, precipitation rate) and spatial variability in the properties of chalk (pore structure, reactive surface). Similarly, [START_REF] Singurindy | Evolution of hydraulic conductivity by precipitation and dissolution in carbonate rock[END_REF] studied calcite dissolution by sulfuric acid and hydrochloric acid solutions and gypsum re-precipitation in a compacted sand matrix. This study showed that the flow rate and concentration of acid in the injected solution controlled the pattern of calcite dissolution channels and gypsum morphology.

Other studies outlined that nucleation phenomena governed local mineral growth [START_REF] Poonoosamy | Barite precipitation following celestite dissolution in a porous medium: A SEM/BSE and μ-XRD/XRF study[END_REF][START_REF] Prieto | Nucleation and supersaturation in porous media (revisited)[END_REF], that pore pressure controlled crystal stability in confined media [START_REF] Putnis | The effect of pore size on cementation in porous rocks[END_REF][START_REF] Rijniers | Experimental evidence of crystallization pressure inside porous media[END_REF], and that both processes collectively defined the possibility of precipitation in a given pore class [START_REF] Emmanuel | Interfacial energy effects and the evolution of pore size distributions during quartz precipitation in sandstone[END_REF]. One could infer from these studies that the nature of precipitation and its feedback on diffusion is potentially governed by the pore size distribution of the hosted material than by the porosity (volume of void) itself, contrary to the paradigm of the widely used Archie's law.

These studies also outline that local mineral distribution and morphology can be used to qualitatively decipher the average change in intrinsic properties of a reacted sample. Furthermore, formation of secondary minerals surfaces could also generate surface charge effects that were not visible in a porous material under intact form. In this case, ionic species diffusivity may differ from that of neutral species, such as a water tracer. Depending upon pH, electrolyte concentration, and the presence of potential determining ions, the sulfate alkali minerals may possess varying amounts of negative or positive surface charges [START_REF] González-Caballero | The zeta potential of celestite in aqueous electrolyte and surfactant solutions[END_REF][START_REF] Hang | Electrostatic and electrosteric stabilization of aqueous suspensions of barite nanoparticles[END_REF]. For instance, Chagneau et al. (2015b) investigated the impact of celestite precipitation on transport properties through compacted illite. The authors showed that the reacted zone in illite allowed water tracer to diffuse, whereas 36 Cl -diffusion was completely restricted. They proposed that the presence of additional negative surface charges on celestite, combined with surface charges on illite, resulted in total porosity clogging and restriction of 36 Cl -diffusion through the reacted zone (Chagneau et al., 2015b). All of these experimental and theoretical observations indicate that reactive transport in porous media is a process that strongly couples chemical reactivity of minerals with local transport properties of the host pore structure.

The objective of the present work is twofold. The first goal is to experimentally investigate the role of pore size distribution on barite precipitation in two reference porous media having similar initial diffusive properties but distinct pore size distributions: chalk and compacted kaolinite.

Barite was chosen as its formation is of concern in geothermal reservoirs and hydraulic fracturing [START_REF] Mundhenk | Corrosion and scaling as interrelated phenomena in an operating geothermal power plant[END_REF][START_REF] Vengosh | A critical review of the risks to water resources from unconventional shale gas development and hydraulic fracturing in the United States[END_REF] and as it is capable of trapping radium in mill tailings of former uranium mines [START_REF] Besançon | The role of barite in the post-mining stabilization of radium-226: A modeling contribution for sequential extractions[END_REF][START_REF] Chautard | Geochemical characterization of uranium mill tailings (Bois Noirs Limouzat, France) highlighting the U and 226Ra retention[END_REF] and in nuclear waste disposal facilities [START_REF] Brandt | The effect of ionic strength and Sraq upon the uptake of Ra during the recrystallization of barite[END_REF][START_REF] Vinograd | Thermodynamics of the solid solution -Aqueous solution system (Ba,Sr,Ra)SO4 + H2O: I. The effect of strontium content on radium uptake by barite[END_REF]. The second objective is to quantify the impact of barite precipitates on diffusive transport properties. Neutral species (tritiated water) and ionic species ( 36 Cl -) were used as reference tracers, since both the barite precipitates and the host pore surfaces were charged and therefore expected to generate a combined surface charge effect that could govern ionic species transport through the reacted samples. Results from these experiments may be used to improve safety assessments tests in sites of nuclear waste disposal and/or carbon sequestration, where robust numerical models are needed to predict the change in ionic transport properties (diffusivity) through host rocks in response to local clogging.

MATERIALS AND METHODS

Sample Preparation and Characterization

Kaolinite KGa-2 clay powder with particle size ~150 µm was provided by CNRS-Poitiers University. This clay was saturated with Na using five saturation cycles in a 1 mol L -1 NaCl solution and a dialysis procedure was used to remove chloride from the samples until the silver nitrate test for Cl -was negative. Then, each size fraction was air dried, sieved through a 50μm mesh to remove coarse aggregates, and stored at 25°C. Chalk samples were selected from Upper Cretaceous formations belonging to the chalk aquifer of the Paris Basin in the Champagne region (France) [START_REF] Descostes | Diffusive parameters of tritiated water and uranium in chalk[END_REF][START_REF] Rajyaguru | Experimental characterization of coupled diffusion reaction mechanisms in low permeability chalk[END_REF]. The samples were derived from a core section (85 mm diameter) of a borehole that crossed the Lower Campanian-age stratigraphic layer (approximately 83 My). The extracted core was then sliced into 0.67 cm-thick and 3.3 cm-diameter slices perpendicular to the bedding plane using a diamond wire saw (no lubricating fluid was used).

Mercury intrusion and extrusion porosimetry (MIEP) characterization was carried out both on

Na-kaolinite compacted at a dry density of 1690 kg m -3 and a chalk sample using a Micromeritics Autopore III 9420 apparatus. The total porosity and the mean pore throat derived from this analysis were 36 % and 35 nm, respectively, for kaolinite and 45 % and 660 nm for chalk.

Experimental setup used for kaolinite and chalk

A schematic representation of the diffusion cell connected to two reservoirs used in kaolinite study is represented in Figure-S1 in supporting information. The through diffusion setup developed by [START_REF] Tertre | Diffusion of Water through the Dual-Porosity Swelling Clay Mineral Vermiculite[END_REF] was used for studying precipitation in the kaolinite sample. This setup consists of a diffusion cell made of Polyetheretherketone (PEEK) and characterized by an inner diameter of 9.49 mm and two aqueous counter reservoirs (i.e., an upstream reservoir and a downstream reservoir). The compacted kaolinite sample were prepared by a direct compaction in the diffusion cell at a bulk dry density of 1690 kg m -3 based on the dry mass of the solid placed in the cell and the volume of the cell, leading to a sample thickness of 10 mm. Three porous layers were placed on each face of the sample ; they were composed of 1) Whatman cellulose nitrate membrane filters (manufactured by GE Healthcare) of 0.8 µm mesh, 2) Stainless-steel filter plates (pore diameter 10 µm from the Mott industrial division), and 3) Two grids (nominal spaces of 280 µm and 450 µm for monofilaments with diameters equal to 120 µm and 200 µm, respectively, from Goodfellow). These porous layers ensure homogeneous solution supply at each face of the sample.

The air from the sample pore space was replaced with pore water using ascendant capillary method in a vertically standing positioned diffusion cell. In this method, the downstream face was kept under vacuum by connecting the inlet and outlet holes to a vacuum pump.

Simultaneously, at upstream the inlet was connected to nitrogen pentoxide gas bottle, while the outlet was connected to a 0.1 M NaCl solution reservoir using a peristaltic pump. The vacuum pump and nitrogen pentoxide were disconnected once solution from upstream reached the downstream face. Both faces were then connected to two reservoirs containing 0.1 M NaCl solution, and an equilibration process of two weeks was initiated to ensure an ionic charge balance between the reservoir electrolytes and the pore solution.

For the current study, the first diffusion cell labeled KAO-A was used to acquire diffusion parameters for tritiated water (HTO) and 36 Cl -through kaolinite before and after the reactive diffusion experiment. The second cell, labeled KAO-B, was used to determine the 3D evolution of barite precipitates in the kaolinite pore network 30 days and 60 days after the start of the reactive diffusion experiment using X-ray microtomography investigation.

The barite precipitation experiments in chalk were carried out using a static diffusion cell as developed by [START_REF] Descostes | Diffusive parameters of tritiated water and uranium in chalk[END_REF]. In this setup, the chalk sample was sandwiched between upstream and downstream reservoirs with volumes of 178 mL and 140 mL, respectively (a schematic view is reported in Figure-S2 in supporting information). A sample holder held the sandwiched sample and all the parts (upstream reservoir, sample, sample holder, and downstream reservoir) were assembled, glued and screwed together to generate a complete through-diffusion cell. Two similar cells were prepared: one for the determination of the radioactive tracer's diffusive behavior through intact and reacted chalk (labeled CHA-A) and the second one for the postmortem characterization of reacted chalk by X-ray microtomography and SEM observations (labeled CHA-B). The details on the preparation of the cell, the equilibration step and the concentration of ions in reservoir solutions can be found in [START_REF] Rajyaguru | Experimental characterization of coupled diffusion reaction mechanisms in low permeability chalk[END_REF].

Barite precipitation in chalk and kaolinite

In kaolinite sample, precipitation was launched by replacing the upstream reservoir solution with 20 mL of fresh 100 mmol L -1 NaCl solution containing 4 mmol L -1 of BaCl2 and, similarly, the downstream reservoir solution was replaced with 20 mL of 100 mmol L -1 NaCl solution containing 4 mmol L -1 Na2SO4. The upstream solution was spiked with 25 µL of 133 Ba (source ELSB45 CERCA n°5245 with an activity of 1.78 MBq L -1 ). Using the initial ratio of stable barium concentration and 133 Ba activity in upstream, the sampled activities were converted into stable barium concentrations. For this operation, 100 µL of the upstream solution was periodically sampled and mixed with 900 µL of ultrapure water. The activity measurement was determined using a gamma counter (Packard 1480 WIZARD). Similarly, sulfate concentration was measured using ionic chromatography (Dionex 500 equipped with an AS14 IonPac column) in 100 µL of sampled downstream solution and diluted in 900 µL of ultrapure water.

For the chalk experiments, the upstream reservoir was filled with a chalk-equilibrated solution (i.e. 160 mmol L -1 of NaCl, 20 mmol L -1 of CaCl2, and 0.4 mmol L -1 of NaHCO3) containing monitoring protocol described for the kaolinite case was also used for chalk to obtain barium and sulfate concentration evolution throughout the duration of the experiments. A detailed information of reservoirs solution chemistry obtained by [START_REF] Rajyaguru | Experimental characterization of coupled diffusion reaction mechanisms in low permeability chalk[END_REF] is reported in Table-S1 in supporting information.

For both sample types, the aim of periodic chemistry monitoring was to determine the time at which reactants achieve quasi-equilibrium state in their respective reservoir. Such information is required to calculate the total barite amount having precipitated in samples and the time at which tracer diffusivity tests for reacted samples could be initiated.

One must note that, in the rest of the article, reservoirs labelled as upstream and downstream reservoir are used to distinguish barium and sulfate reservoirs and do not bear any advective meaning.

Postmortem 3D imaging (µCT)

3D views of the barite-precipitated zones in the kaolinite and chalk samples were obtained by performing X-ray microtomography (µCT) on the cells KAO-B and cell CHA-B. Both cells had similar experimental conditions (reactant concentration, volume of reservoirs, sample geometry) as KAO-A and CHA-A cells.

For the kaolinite experiment, after 30 days and 60 days since starting of the reactive diffusion experiment, the circulation of reactants in KAO-B was temporarily stopped for 1 day. The whole diffusion cell was disconnected from the reservoirs and placed in an X-ray microtomography (µCT) apparatus. After tomography imaging, the cell was connected back to the reservoirs to continue the barite precipitation process. In the case of chalk, the size of the experimental setup prevented any µCT imaging during the experiment. Thus, CHA-B cell was dismantled after 140 days, and barite-precipitated chalk sample was removed from the supporting ring and then used for imaging.

For both studies, a Skyscan 1272 microtomography apparatus (Brucker) was used to acquire images. The µCT images for the kaolinite and chalk samples were compared to determine the formation of a precipitated zone in compacted porous media (kaolinite) and natural porous media (micritic chalk). In kaolinite, the maximal spatial resolution of reacted zone was 16 μm due to sample size. In chalk, a piece of reacted zone considered as a representative elementary volume was imaged with a spatial resolution of 1 μm.

Tracers' through diffusion tests

For the kaolinite sample, after the equilibration step of KAO-A sample (explained in section 2.2), the upstream reservoir solution was completely replaced with 100 mL of fresh solution with 100 mmol L -1 of NaCl. This reservoir was spiked with 180 µL of tritiated water (labeled CERCA ELSB45 n°760112/4) and 65 µL of 36 Cl -(labeled E&Z 1760-100-1) to achieve volumetric activities of 1 MBq L -1 for HTO and 0.5 MBq L -1 for 36 Cl -. Similarly, the downstream reservoir solution was replaced with 10 mL of fresh solution with 100 mmol L -1 of NaCl. To ensure a constant activity gradient between both reservoirs, the downstream solution at each sampling was renewed with 10 mL of fresh solution. The protocol to measure tracer activity is as follows: 100 µL of the sampled solutions were mixed with 900 µL of ultrapure water and 4 mL of Ultima Gold scintillation liquid in a 5 mL scintillation bottle. The activities were measured using a Packard Tri-Carb 2500 liquid scintillation recorder. Once tracer diffusivity was obtained at intact condition, the tracers were out diffused from sample pore solution by replacing both reservoirs with 100 mL of tracer-free solution for two weeks.

Using reservoir-monitoring step described in section 2.3., the reactant quasi-equilibrium step was achieved after 85 days since the beginning of experiment. At this stage HTO and 36 Cl - tracers with volumetric activities similar to the intact case (1 MBq L -1 for HTO and 0.5 MBq L - 1 for 36 Cl -) were directly injected into the upstream solution. This step ensured that similar initial tracers' activity values were achieved for pure diffusion and reactive diffusion step. In the reactive diffusion experiment, as the diffusive parameters were estimated under ongoing precipitation process, a careful direct injection of tracer in upstream solution was done to ensure no disturbance of solution chemistry. Similarly, the downstream solution at each sampling was not renewed (contrary to intact case), but the activity change was directly measured by a periodic withdrawal of 100 µL of solution from the reservoir. One must note that the protocol for activity measurement using liquid scintillation recorder is the same as the protocol used at intact conditions.

For chalk, water tracer diffusivity in an intact sample has already been reported in [START_REF] Rajyaguru | Experimental characterization of coupled diffusion reaction mechanisms in low permeability chalk[END_REF]. The barite precipitation process in cell CHA-A was continued for a total experimental time of 300 days (one must note that the chemistry monitoring in this experiments was done only for 140 days). At this stage, the upstream solution was directly spiked with HTO (labeled CERCA ELSB45 n°760112/4) and 36 Cl -(labeled E&Z 1760-100-1) to achieve volumetric activities of 0.40 MBq L -1 for HTO and 0.30 MBq L -1 for 36 Cl -, respectively. The protocol used for the measurement of the activity consisted of mixing 4 mL of Ultima Gold scintillation liquid with either 50 µL of the upstream solution plus 900 µL of ultrapure water or 1 mL of the downstream solution in a 5 mL scintillation bottle. One milliliter of tracer-free solution was added in the downstream reservoir of the chalk cell at each sampling to keep the volume of the downstream reservoir constant.

For kaolinite and chalk, HTO and 36 Cl -diffusive parameters values in intact and reacted conditions were estimated by a numerical fitting of the activity data using I-mode (see next section).

Treatment of the experimental diffusive results

The experimental activity datasets for both HTO and 36 Cl -were interpreted numerically using Fick's second law for one-dimensional transport [START_REF] Crank | The Mathematics of Diffusion[END_REF]):

= = (1)
where C is the concentration in mol m -3 (or activity Bq m -3 in our case), t is the time in s, De

is the effective diffusion coefficient in m 2 s -1 , α = ! + # $ % &''
is the rock capacity factor, ε is the porosity, ρapp is the bulk dry density in kg m -3 , and Rd is the distribution ratio in m 3 kg -1 . The initial and boundary conditions for this through-diffusion setup when the concentration in upstream and downstream reservoirs is left to freely evolve are as follows:

C(x,t) = 0 for t = 0

(2) C(x,t) = C0 for x = 0 at t = 0

(3) C(x,t) = 0 for x = L + 2l at t = 0 (4)

where C0 is the initial concentration (or initial activity in Bq m -3 ) in the upstream reservoir at the injection time, L is the sample thickness (m) and l is the filter plate thickness (m). The total porosity and effective diffusion coefficient of these filter plates only used in the kaolinite diffusion cells, equal to 28% and 2.3×10 -10 m 2 s -1 , respectively, for HTO and 2.0×10 -10 m 2 s -1

for 36 Cl -, are taken from the literature [START_REF] Tertre | Diffusion of Water through the Dual-Porosity Swelling Clay Mineral Vermiculite[END_REF]. Using the initial and boundary conditions from equations 2, 3 and 4, semi-analytical solutions to determine the cumulative activity in downstream reservoirs are given in literature , by [START_REF] Didierjean | Analytical solutions of onedimensionalmacrodispersion in stratified porous media by the quadrupole method: convergence to an equivalent homogeneous porous medium[END_REF]. The semi-analytical solutions were implemented in CEA's Interpretation Model of Diffusion Experiments (I-Mode) tool [START_REF] Radwan | Qualification expérimentale de la plate-forme ALLIANCES . 1 ère Partie : Calculs préliminaires[END_REF].

For the through-diffusion setup, the associated errors in the measured cumulative activities in the downstream reservoirs were calculated using the Gaussian error propagation method. The mathematical equation for this operation was taken from Bazer-Bachi et al. ( 2006). These equations are detailed in the supporting information.

Note that the HTO and 36 Cl -diffusive data obtained on reacted samples were also interpreted using this simplified description of the current experimental system (e.g.one dimensional transport, charge induced mechanisms not taken into account). In this case, the limitations related to this modelling approach were acknowledged, assuming that such interpretation should only bring indications about how diffusive transport is impaired.

RESULTS

µCT imaging of the barite precipitate

The µCT image of the chalk sample (obtained after 140 days) reported in Figure 1A shows that barite precipitates form a thin reacted zone in the center of the sample. For kaolinite, the µCT images reported in Figure 1B (obtained after 30 days) and Figure 1C (obtained after 60 days)

show spherical barite precipitates evenly distributed in the reacted zone which is further slightly shifted towards barium inlet surface. The shifting of the precipitated zone might be due combined effect of barium sorption on kaolinite pore surface (barium distribution coefficient, KD, obtained from batch experiments is equal to 3×10 -3 m 3 kg -1 , see supporting information) and smaller self-diffusion coefficient in water of Ba 2+ compared to SO4 2-ions (D0, Ba++ = 8.5 × 10 -10 m 2 s -1 vs D0, SO4--=10.7 ×10 -10 m 2 s -1 , [START_REF] Li | Diffusion of Ions in Sea Water and in Deep Sea Sediments[END_REF]. Because the scan resolution (16 µm) is much larger than the mean size of pores, each of the spheres in reality represents a cluster of small barite precipitates distributed within the matrix (see Figure S4 in the supporting information for SEM images acquired from a similar study).

Diffusion of HTO and 36 Cl -through intact materials

The activity data for HTO for intact chalk sample have been already reported in [START_REF] Rajyaguru | Experimental characterization of coupled diffusion reaction mechanisms in low permeability chalk[END_REF]. These authors estimated a value of De, HTO,chalk equal to 41.5×10 -11 m 2 s -1 . The modeled experimental curve for HTO at intact conditions is reported in Figure 2A for comparison with the reacted conditions. We must recall that the chalk sample at intact conditions is composed of large pore volumes with pore throat of 660 nm. At intact conditions, it can be assumed that the effect of the chalk surface charge would be negligible on diffusivity of 36 Cl - ion. Moreover, the self-diffusion coefficient of 36 Cl -in water is slightly lower than HTO [START_REF] Li | Diffusion of Ions in Sea Water and in Deep Sea Sediments[END_REF]) (D0,HTO = 2×10 -10 m 2 s -1 and D0,36Cl = 1.7×10 -10 m 2 s -1 or D0,HTO/D0,36Cl = 1.17). Using this relationship, the diffusivity coefficient of 36 Cl at intact conditions in chalk can 1.20) for both species through intact kaolinite is within the expected limit. Thus, diffusive tests show that both HTO and 36 Cl -tracers have a similar diffusion rate through kaolinite at a dry density of 1690 kg m -3 . Finally, a complete overview of diffusive parameters obtained at intact conditions are summarized in Table 1.

Diffusive property changes in chalk and kaolinite samples deduced from mass balance calculations and tracer tests

Figure 3A and Figure 3B show the concentration evolution of reactants in the upstream and downstream reservoirs of cells CHA-A and KAO-A. In both cases, barium and sulfate ions were not detected in their counter reservoirs and were not reported in these figures. Since the solubility of barite is very low (Ksp (barite) = 10 -9.97 ) [START_REF] Putnis | Fluid supersaturation and crystallization in porous media[END_REF], the supersaturation to initiate precipitation (around 10 -4 to 10 -5 mol L -1 of equal barium and sulfate concentrations) is easily reached. At this stage, most of barium and sulfate ions would have participated in barite precipitation, resulting in a porosity reduction in both samples. After 140 days of experiment, based on the barium concentration evolution in reservoirs, the amount of barium contributing to barite precipitation in chalk and kaolinite was equal to 2.7 mmol and 0.04 mmol, respectively.

Using (i) a molar volume of 52.1 cm 3 mol -1 for barite and (ii) the initial porosity, the volume occupied by barite in chalk was 0.14 cm 3 corresponding to overall 2.5 % decrease in porosity at sample scale. Similarly, for the kaolinite experiment, barite precipitates occupied 0.0021 cm 3 corresponding to an overall 0.5 % decrease in porosity (Table S3 in supporting information).

To assess the impact of precipitation on diffusivity, tracers' tests were carried out for the kaolinite experiment once reservoir monitoring confirmed that quasi-equilibrium state was reached, i.e., after 85 days, and for chalk experiment after 300 days (Figure 2). For chalk, barite precipitation led to a significant decrease of HTO and 36 Cl -diffusivity values with

De, HTO,chalk = 13.5×10 -11 m 2 s -1 and De, 36Cl,chalk = 1.1×10 -11 m 2 s -1 respectively (values reported in Table 1). Similarly, for kaolinite, precipitation led to a HTO diffusivity decrease with De, HTO,kaolinite = 0.15×10 -11 m 2 s -1 and a total hindering of 36 Cl -diffusion. The modeled curves are reported in supporting information in Figure S5, and the associated diffusivity coefficient values in supporting information in Table S2. The calculated porosity values along with HTO diffusivity data showed that barite precipitation led to a more significant change in kaolinite transport properties than for chalk.

DISCUSSION

Pore structure driven barite precipitation and changes in sample transport properties

In section 3.1, post-mortem characterization of chalk and kaolinite by µCT imaging showed two distinct barite precipitate patterns. In chalk sample, evenly distributed barite precipitates formed a thin wall at the center of the sample, whereas in kaolinite sample the barite precipitates formed evenly distributed isolated clusters over a broad zone in the center of the sample. Due to the sample geometry and adopted experimental approach, it was not possible to quantify how these precipitates evolved over time at pore scale. Nevertheless, observations from recent literature connected to present work can allow us to decipher key parameters governing distinct barite precipitation in chalk and kaolinite samples.

A study dealing with barite precipitation in compacted sand sample showed that barite would precipitate with two different growth rates in different pore volumes [START_REF] Poonoosamy | Dissolution-precipitation processes in tank experiments for testing numerical models for reactive transport calculations: Experiments and modelling[END_REF].

Indeed these growth behaviors also controlled their final morphology and distribution in compacted sand samples [START_REF] Poonoosamy | Barite precipitation following celestite dissolution in a porous medium: A SEM/BSE and μ-XRD/XRF study[END_REF]. This study showed micro-crystalline barite precipitate growth in larger pore volumes (100 μm) and nano-crystalline barite precipitates growth on the small pore walls (10 μm). The micro-crystalline barite precipitated with a growth rate of 3.9×10 -13 m 2 •s -1 whereas nano-crystalline barite precipitated with a growth rate of 2.7×10 -12 m 2 •s -1 . Indeed the supersaturation threshold to initiate micro-crystalline barite precipitation was equal to 4.08, whereas nano-crystalline barite precipitated at a lower supersaturation threshold value equal to 3.6 respectively [START_REF] Prasianakis | Deciphering pore-level precipitation mechanisms[END_REF]. These calculations were based on classical nucleation theory that states that mineral forming from pore solution grows via homogeneous nucleation and mineral forming on a foreign substrate (pore walls in this case) grows via heterogeneous nucleation. Classical nucleation theory states that a mineral requires an interfacial energy to form stable precipitate as it grows on foreign substrate, but mineral requires higher threshold energy to form from the pore solution [START_REF] Kashchiev | Review: Nucleation in solutions revisited[END_REF][START_REF] Nielsen | Nucleation and Growth of Crystals at High Supersaturation[END_REF]. This interfacial energy is key to determine the cluster of nuclei required to form a stable precipitate and a given mineral could obtain different morphologies depending upon the nucleation path it undertakes to initiate precipitation [START_REF] Henzler | Supersaturated calcium carbonate solutions are classical[END_REF][START_REF] Kawano | Precipitation diagram of calcium carbonate polymorphs: Its construction and significance[END_REF][START_REF] Loste | Precipitation of calcium carbonate in confinement[END_REF][START_REF] Prieto | Nucleation and supersaturation in porous media (revisited)[END_REF]. These observations present a direct link between pore volumes and mineral intrinsic property (solubility, growth rate) controlling precipitation in a given pore size distribution.

In present study, barite precipitation was initiated through a counter diffusion setup where Ba 2+ ion from reservoir-1 and SO4 2-ion from reservoir-2 would diffuse into the sample and progressively increase their concentration into the sample pore solutions. Interaction of both ions would supersaturate the pore solutions with respect to barite mineral in pores located in the "first points of meeting". Over passage of time as more and more Ba 2+ and SO4 2-would diffuse and interact in these first points of meeting, they would increase the barite supersaturation in pore volumes until a threshold is achieved from where barite precipitation could be initiated in these pore volumes. As barite mineral starts to precipitate, it consumes significant amount of Ba 2+ and SO4 2-ions from pore solution. The chalk sample in our study is a natural material and it has larger heterogeneities in its pore structure. These heterogeneities will control the local diffusion of ions from sample surface until the first points of meeting in the center of the sample generating a slight variation in local supersaturation in pores. In the pores where threshold supersaturation is achieved (depending upon their pore size), precipitation is initiated and the transport experiment is no longer dependent upon pure diffusion. These first precipitates would reduce barium and sulfate concentration in pore solutions and thus enhancing diffusion of these ions towards these pores from neighboring pore solution leading to evolution of reacted front around these first points of precipitation. Along with low solubility, barite also possess slow kinetics of precipitation. As mean pore size of chalk sample is 660 nm a longer time is required to fill such pores with barite mineral. This means that a concentration gradient between these pores of first precipitation and neighboring pores continues for a longer time and Ba 2+ and SO4 2-diffusion is restricted around these pores. It is for this reason most of the barite precipitation is restricted to the center of the sample in chalk case.

The mean pore throat of kaolinite sample is 35 nm that is 19 times smaller than for chalk sample. This means that once precipitation is initiated in pore volumes, it will take much shorter time to fill these pore volumes than the large pore volumes in chalk case. These precipitates even in small volumes would strongly reduce the pore size and generate partially filled pores where surface charge effects between barite wall and kaolinite wall will start to become dominant for ionic diffusion. Due to such restriction, there is no further concentration gradient possible between these pore volumes and neighboring pore volumes and resulting in pore connectivity loss. Thus, Ba 2+ and SO4 2-ions will need to find another pathway to meet and supersaturate pore solution to initiate precipitation. The low solubility of barite will ensure that supersaturation in such other places is easily achieved. As more and more of such pores are filled, all the possible pore connectivity allowing Ba 2+ and SO4 2-to meet and supersaturate pore solution is completely restricted. Finally, the evolution of this system should stop connected pathways required for SO4 2- to diffuse and meet Ba 2+ to supersaturate the pore solutions. Such sharper pore filling also resulted in broader precipitation front where precipitates are evenly distributed. It is noteworthy that the reliability of this hypothesis can only be fully assessed by performing a rather advanced modelling incorporating all these coupled mechanisms, which is out of the scope of this study.

The diffusion tests conducted before and after precipitation experiments showed that generation of barite precipitated zone had distinct impact on transport properties of chalk and kaolinite samples.

In chalk, this precipitation process led to HTO diffusivity decrease by a factor of 2 and 36 Cl - diffusivity decrease by a factor of 30. To further analyze the impact of pore connectivity loss on global transport properties of samples, let us consider the chalk reacted zone thickness equal to 500 µm, with maximum and minimum thicknesses of 1 mm and 300 µm, respectively. Similarly, the thickness of barite reacted zone in kaolinite sample is approximately equal to 2 mm, with maximum and minimum thicknesses equal to 3 mm and 1 mm, respectively. These values were estimated from μCT images and SEM observations (see Figure S2 and Figure S3 in the supporting information). For each selected thickness, mass balance calculations were performed to determine residual porosity in the reacted zones of chalk and kaolinite samples. The minimum and maximum porosity reduction values for each case are also reported in Table 1. Considering the mean experimental thickness, barite precipitation led to chalk porosity reduction from 45 % to 12 % and for kaolinite, porosity decreases from 36 % to 34.5 %, respectively. These data apparently contradict the drastic drop of diffusivity in kaolinite considering the rather moderate decrease of porosity in the reacted zone compared to chalk (Table 1).

To further discuss this point, we calculated the corresponding values of geometric factor, which takes into account the effect of tortuosity and constrictivity of the pore space (Table 1) (the concept of geometric factor and associated diffusivity calculations are explained in supporting information). In chalk, barite precipitation decreased geometric factor of HTO by a factor of 8, due to its limited diffusion through the remaining connected pore network in 12 % of residual porosity. In this pore network, the partially filled pores with smaller diameter and strong EDL effects between barite and chalk surface would further impose strong restricted 36 Cl -diffusion. It is for this reason barite precipitation led to decrease in geometric factor for 36 Cl -by a factor of 115.

For kaolinite, mass balance calculations showed that barite precipitation resulted in 1.5 % porosity decrease and 34.5 % residual porosity in reacted zone. However, diffusivity tests for HTO show its diffusivity decrease by a factor of 200 and geometric factor decrease by a factor of 1000. These results show that the residual porosity in the reacted zone contains very small connected network that would allow HTO diffusion. The partially filled pores in residual porosity have very small pore sizes (< 35 nm) with strong charge effects between kaolinite and barite surface. Thus, this connected network is not accessible for 36 Cl -ion transport and resulting in its complete diffusion restriction.

Ionic transport alteration driven by local barite precipitation

In previous section, we noted that barite precipitation led to generation of two distinct connected network within the reacted zone. Each of this reacted zone contains: 1. Pore completely filled with barite, 2a. Pore partially filled with small volume of barite, 2b. Pore filled with significant volume of barite 3. Empty pores with no presence of barite.

The pores fully occupied with barite would correspond to dead-end pores through which no diffusion could occur. The partially-filled pores with small and significant barite volumes along with empty pores would account for pore connectivity in reacted zone and possible HTO and 36 Cl -diffusion.

Since, diffusion tests showed contradictory diffusive behavior of both tracers through reacted zones of chalk and kaolinite sample, the simple 1D diffusion equation (reported in section 2.5) is unable to explain underlying causes for contradictory diffusion behavior of HTO and 36 Cl before and after precipitation process. Moreover, the water layer adjacent to mineral surface generates electric double layer of either negative or positive charge. Depending on the charge of this surface and that of the ions, the diffusion of the ions may be retarded [START_REF] Appelo | Multicomponent diffusion modeling in clay systems with application to the diffusion of tritium, iodide, and sodium in opalinus clay[END_REF][START_REF] Sposito | The chemistry of soils[END_REF][START_REF] Stumm | Aquatic chemistry: chemical equilibria and rates in natural waters[END_REF]. Moreover, natural chalk materials and kaolinite are also known to present surface charge at full water saturation conditions [START_REF] Mahrouqi | Zeta potential of artificial and natural calcite in aqueous solution[END_REF][START_REF] Alkan | Electrokinetic properties of kaolinite in mono-and multivalent electrolyte solutions[END_REF]. In present study, depending upon the size of newly formed residual pore volumes, the thickness of free water layer would vary and it is sandwiched in between newly formed surfaces composed of either barite/barite, barite/chalk, or barite/kaolinite respectively.

Barite mineral surface charge can be controlled and even reversed by varying pH, ionic strength and by increasing the presence of potential determining ions (PDI s ) such as Ba 2+ and SO4 2- [START_REF] Bokern | Charged Barite -Aqueous Solution Interface: Surface Potential and Atomically Resolved Visualization[END_REF][START_REF] Hang | Electrokinetic properties of barite nanoparticles suspensions in different electrolyte media[END_REF]. Depending upon the local pore chemistry, each pore volume could either possess positive surface charge where 36 Cl -diffusion could be retarded or negative surface charge which could inhibit 36 Cl -diffusion. Indeed the strength of these surface charges depend upon the pore size, local ionic strength and presence of potential determining ions. Thus, combination of these pore volumes generate a residual pore size distribution with varying electric double layer thickness and surface charge in each pore. Indeed, the theoretical and experimental works carried by [START_REF] Muniruzzaman | Multicomponent Ionic Transport Modeling in Physically and Electrostatically Heterogeneous Porous Media With PhreeqcRM Coupling for Geochemical Reactions[END_REF][START_REF] Soler | Modeling the Ionic Strength Effect on Diffusion in Clay. the DR-A Experiment at Mont Terri[END_REF][START_REF] Tournassat | Ionic transport in nano-porous clays with consideration of electrostatic effects[END_REF] show that such varying pore volumes clearly control the nature of cationicpr and anionic species transport.

To explore such surface charge effects on ion mobility, electrophoretic mobility using zeta potential measurements was determined in the current study on chalk, kaolinite and barite powder under the different pore chemistry found in our reactive experiments. For that purpose, barium or sulfate was added in chalk or kaolinite pore water solutions at a concentration varying from 10 - 5 mol L -1 to 10 -2 mol L -1 . These values were chosen assuming that, when HTO and 36 Cl - diffusion tests are launched, the reacted zone can be then divided into two main zones. The first zone (called Zone-Ba) would contain precipitates that are equilibrated with pore solution containing an excess of barium ions that cannot easily diffuse anymore through the reacted zone.

In this case, one can assume that the barium concentration value would be close to the value measured in the upstream reservoir when the quasi-equilibrium is reached, i.e., ca 5×10 -3 and ca 1.5×10 -3 mol L -1 in chalk or kaolinite experiments, respectively (Figure 3). Similarly, precipitates in second zone (called Zone-SO4) would be equilibrated with pore solution containing an excess of sulfate ions, with concentrations close to ca 1×10 -3 and ca 1.5×10 -3 mol L -1 in chalk or kaolinite experiments, respectively (Figure 3). Conversely, sulfate or barium concentrations in Zone-Ba or Zone-SO4 (resp.) should be controlled by the barite solubility at a value close to 10 -5 mol L -1 . For each case, three replicates of batch experiments were prepared, consisting of 0.06 g of mineral powder suspended in 9 mL of pore water. The suspended solution was equilibrated by shaking tube for 15 hours. Finally, 1 mL of solution was injected in zetameter setup (labelled Zetasizer Nano from Malvern Panalytical) and the evolution of zeta potential was measured with the mean acquisition time of 2-3 minutes. For chalk or barite powder suspended in chalk pore water, the pH was equal to 7.6 or 7.2, respectively. For kaolinite or barite suspended in kaolinite pore water the pH was equal to 5.8 or 5.5, respectively. Zeta potential results reported in Figure 4 indicate that barite powder showed positive zeta potential values under all the experimental conditions, except in the case of sulfate concentration greater than 10 -3 mol L -1 in chalk pore water. Chalk powder surface was always negatively charge, independently of the reactant concentration, while kaolinite was mainly under negative form, except for barium concentration higher than 10 -3 mol L -1 .

Based on these data and on how barite precipitation mechanisms can occur in confined pores, we propose a schematic representation of newly formed surfaces in the reacted zone and their possible impact of solute diffusion (Figure 5). Case-1 concerns large pores completely filled with barite mineral in chalk sample. These pores contribute as dead end pores and contribute to no diffusion of both HTO and 36 Cl.

Case-2 deals with smaller pores found both in chalk and kaolinite materials where barite precipitation has occurred on the kaolinite/chalk pore surface. In Case-2A, barite overgrowth partially masks/covers the initial material. For chalk, Case-2A(Cha) shows two possible scenarios where one side of pore composed of chalk surface will always maintain negative surface charge.

The other side of pore surface is composed of barite of either negative or positive surface charge (depending upon PDIs concentration). In contrast, Case-2A(Kao) shows pores composed on one side with positively charged kaolinite surface and on other side with either negatively or positively charged barite surface. Both of these cases clearly show the distinct evolution of surface charge properties for barite precipitation in kaolinite and chalk samples. Finally, barite overgrowth can also completely cover the pore surface and would remain in direct contact with the remaining pore water (Case2B). Thus, in such pores for both chalk and kaolinite case, the PDI s would control barite surface charge that, in turn, governs the nature of ionic transport. Both of Case-1 and Case-2(A,B) could explain the selective restriction of anionic species transport through the reacted zones of chalk and kaolinite samples. Nevertheless, as kaolinite pore volumes are much smaller compared to chalk, barite precipitation would significantly reduce the diameter of these pores. Thus, the newly formed surface charge properties in Case2A(Kao) and Case2B(Kao) would have a much more pronounced effect on ionic transport in the kaolinite case.

These considerations may satisfactorily explain the reduction of 36 Cl -diffusivity in chalk and its complete restriction in kaolinite after the occurrence of clogging phenomenon.

In the future course of this project, dedicated complementary post-mortem analyses such as FIB-SEM, XRF/XRD measurements are planned to be carried out to determine precipitates morphology in pores smaller than 50 nm with possibility of determining concentration of residual ionic species. Such investigation would further bring in new arguments to quantify the analysis presented in this work. The experimental results presented in this work also highlight the limitation of simple diffusion equation (reported in section 2.5) without taking into account EDL effects. To quantify such effects, surface charge behavior of barite/barite, barite/chalk, barite/kaolinite with varying free water thickness pH, IS, and potential determining ion concentrations is being studied using a multi-component diffusion theory. The authors believe that such numerical task in future scope of work will further strengthen arguments presented in this article.

CONCLUSIONS

The present study aimed at understanding pore scale clogging mechanism under diffusive controlled transport regime. It is expected that such process would affect containment properties of natural rocks that are envisaged (i) to host deep geological facilities for radioactive waste storage or (ii) as cap rocks for global carbon sequestration.

The investigation of barite precipitation in chalk and compacted kaolinite samples showed that in a diffusion-controlled transport, pore size distribution is key in controlling the initiation points of precipitation. These points of initiation would then determine the final pattern of reacted zone and generate a unique feedback on transport properties of the porous sample. Moreover, the electrophoretic measurements also showed that pH and PDI s can have a tremendous influence on transport of ionic species. During clogging process, the emerging local chemical complexities (mineral distribution, mineral surface charge) could then potentially change the nature of ionic transport through the newly formed reacted zone. The experiments performed with two different materials evidenced that clogging was mainly driven by local physicochemical process (pore structure effects combined with mineral reactivity). In this case, averaged porosity loss alone in clogged zone is not sufficient to determine the alteration extent of rock transport properties. The present work therefore shows that the applicability of relationships such as Archie's law is limited in this context and that there is a need to quantify the nature of clogging in porous material of varying physical complexities and under varying chemical complexities. (resp.), using I-mode and values of the diffusive parameters reported in Table 1. 

  be assumed to be equal to De, 36Cl,chalk = 35.3×10 -11 m 2 s -1 . This value of effective diffusion coefficient was then used in I-mode to calculate the modeled experimental curve of 36 Cl reported in Figure2Bfor comparison. For intact kaolinite, the experimental cumulative activity data obtained for HTO and 36 Cl -are reported in Figure2(C&D) and they were numerically reproduced using I-Mode with De,HTO,kaolinite = 29×10 -11 m 2 s -1 and De,36Cl,kaolinite = 24×10 - 11 m 2 s -1 . The values of effective diffusion coefficient for HTO and 36 Cl -are close to those determined by[START_REF] Glaus | Comparative study of tracer diffusion of HTO,22Na+and36Cl-in compacted kaolinite, illite and montmorillonite[END_REF] for the KGa-1b type of kaolinite at a dry density of 1900 kg m -3 . The small difference in the effective diffusion coefficient values (De,HTO/De,36Cl =

Figure 1 .

 1 Figure 1. (A) μCT images of barite precipitation zone (in grey) formed at the center of the chalk sample between two intact matrices. (B, C) μCT images of kaolinite sample in which formation of barite precipitates clusters (blue) are observed after 30 days (B) and after 60 days (C).

Figure 2 .

 2 Figure 2. Results of diffusion experiment. (A&B) Chalk: Evolution of HTO and 36 Cl cumulative activity during porosity reduction by barite precipitation, (C & D), Kaolinite: Evolution of HTO and 36 Cl cumulative activity prior to and during porosity reduction by barite precipitation. The modeled activity curves for intact sample and reacted sample are presented in blue and green

Figure 3 .

 3 Figure 3. Concentration evolution of Ba 2+ (in upstream reservoir) and SO4 2-(in downstream reservoir) as a function of time in CHA-A cell (A) and KAO-A cell (B) (chalk results were obtained in Rajyaguru et al. (2019))

Figure 5 .

 5 Figure 5. Schematic view of different pore structures resulting from nucleation driven barite precipitation. The combination of barite morphology (light-grey) and host surface geometry (dark-grey) along with barium and sulfate pore concentrations generates different possibilities of pore surface charge properties. Dark-blue corresponds to bulk water, while light-blues correspond to the part of the pore submitted to the effect of mineral surface with the presence of an electric double layer (EDLbarite, EDLchalk or EDLkaolinite).

Table 1 .

 1 Porosities, effective diffusion coefficient and geometric factor values for HTO and 36 Cl - calculated for an intact sample, a whole reacted sample and the reacted zone.

					Porosity %	De, HTOх10 -11 m 2 .s -1	De,36Clх10 -11 m 2 .s -1	GHTO (-)	G36Cl (-)
				Intact material	45	41.5	35.3	0.46	0.46
	Chalk	Reacted	conditions	Whole sample (6.5 mm) Reacted zone 500 µm	42.5 12	13.5 (11.5 -17.5) 1.48	1.1 (0.9 -1.3) 0.08	0.16 0.060	0.015 0.004
				(300 µm--1 mm)	(4 -28.5)	(0.060 -4.20)	(0.04 -0.25)		
				Intact material	36	29	23	0.4	0.40
	Kaolinite	Reacted	conditions	Whole sample (10 mm) Reacted zone 2 mm	35.5 34.5	0.15 (0.06 -0.21) 0.03	(N/A) (N/A)	0.002 0.0004	N/A N/A
				(1 -3 mm)	(32 -35)	(0.01 -0.05)